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(54) OPTICAL RECORDING CARD 

(57)Abstract: 

PURPOSE: To obtain an optical recording card 
having a good layer setting property of a 
recording layer, and an excellent printing 
characteristic to a substrate and a forming 
workability by having an optical recording 
section comprising a recording layer and a 
polyester base material applied to this recording 
layer and bonding this base material to a 
substrate. 

CONSTITUTION: On a base plate 2, an optical 
<n recording section 3 is provided in a shape of 

^ stripe, the optical recording section 3 comprises a 

/ recording layer 4 and a polyester base material 5 

m ( applied to this recording layer and is bonded to 

the substrate 2 through this base material 5. The 
recording layer 4 is applied on the base material 5 
and light absorbing materials are dispersed in a 
resin. As the light absorbing material, there are 
used various types of pigments such as carbon 
black, metallic ultra-minute powder, or various types of oxides, and as resins, usually, 
there are used self-oxidation resins such as nitrocelulose, methyl styrene, or thermoplastic 
resins. An entire surface of the optical recording section 3 is sealed by the substrate 2 and 
a protecting material 6. 





LEGAL STATUS 

[Date of request for examination] 

[Date of sending the examiner's decision of 
rejection] 

[Kind of final disposal of application other 
than the examiner's decision of rejection or 
application converted registration] 

[Date of final disposal for application] 

[Patent number] 

[Date of registration] 

[Number of appeal against examiner's 
decision of rejection] 

[Date of requesting appeal against 
examiner's decision of rejection] 

[Date of extinction of right] 



